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SOIL BORING LOG

6-6-6 (in)
(N)SS=Split Spoon

ST=ShelbyTube
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Beale AFB-Site 17 PRB, Phase 1 Drilling
150.47 Resonant Sonic International, Woodland, CADRILLING CONTRACTOR:ELEVATION: 2162286.41NORTHING: 6743939.56EASTING:

0 2.5/ 
4.0'

SM - SILTY SAND (SM), brown, dry, medium density PID = 0.00-5

 - 
1  - 

 - 
2  - 

 - 
3  - 

 - 
4  - 

 - 
5 2.8/ 

4.0'
GW - WELL GRADED GRAVEL WITH SAND AND SILT (GW), light 
reddish 

PID = 0.05-14

 - brown, dry to moist, medium density, gravel up to 2 in. 
6  - long, ~30% sand, ~15% fines

 - 
7  - 

 - 
8  - 

 - 
9  - 

 - 
10 2.2/ 

4.0'
GW - Same as above, becomes less sand, below 9 ft (~20% sand, 5% PID = 0.0

 - fines), and saturated by 11 ft
11  - 

 - 
12  - 

 - 
13  - 

 - 
14 1.8/ 

4.0'
SM - SILTY SAND WITH GRAVEL (SM), mottled gray and brown, wet, 13:20 Collect 17C075HP10 from 10-15 ft. Water 14-18

 - dense, ~55% sand, ~30% fines, 15% gravel level at 12 ft bgs. PID = 0.0 (soil and water)
15  - 

 - 
16  - 

 - 
17  - 

 - 
18 0.5/ 

2.0'
GM - SILTY GRAVEL WITH SAND (GM), mottled gray and brown, 
moist, 

18-20

 - ~45% gravel, 25% sand, 30% fines
19  - 

 - 
20 GM - Refusal at 20 ft bgs

 - 
21  - 


